
A portable lighting tower equipped with a solar panel and a self-igniting LED floodlight with a variable light 
intensity.

Solar Street Light
Lighting tower

MAIN FEATURES
 	 60W LED floodlight
 	 80Wp solar panel
 	 LiFePO4 battery
 	 Darkness sensor
 	 Motion sensor
 	 2 working modes
 	 Variable light intensity
 	 Power cable for emergency charging
 	 Remote controller
 	 Floodlight with IP66 protection
 	 Optional retractable stabilizers
 	 Floodlight tiltable in transport position  

        and 3 working positions

Technical data
1118 x 1118 x 2249 mm
1118 x 1118 x 5605 mm

282 kg
80 Wp
60 W

12000 Lm
200 Lm/W

923 m 2

Yes
< 10 lux

yes
7 m

36 Ah
LiFePO4

7 h
Up to 25 h

8 h
Manual

340°
0° / 12.5° / 25° / transport

IP66
-20° / +60°

110 / 80 km/h

Minimum dimensions (L x W x H)
Maximum dimensions (L x W x H)
Weight
Solar panel
LED floodlight  (light intensity at 100%)
Luminous flux
LED efficiency
Illuminated area (1 lux min. with light intensity at 100%)
Darkness sensor
Light treshold for self-ignition
Motion sensor
Motion sensor radius
Battery nominal capacity
Battery type
Battery recharing time*
Battery discharging time in Eco mode
Battery discharging time in Full mode
Mast lifting system
Mast rotation
Floodlight inclinations available
Floodlight IP protection
Operating temperature (min. / max.)
Wind resistance (with / without stabilizers)

The product images shown are for illustration purposes only and may not be an exact representation of the product. The manufacturer reserves the right to introduce 
changes to models and features without prior notice. [EN_09-2024_rev.2.0]
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Motion sensor
The motion sensor can detect the passage of a person 
up to 3.5 meters away from the base of the lighting 
tower.

Working modes
The Solar Street Light can work in two modes:

B: Full Mode
The motion sensor is not active and the light intensity is set to 
100% power.

The light intensity never changes.

A: Eco Mode
The motion sensor is active and the light intensity is set to 
30% power.

As soon as the sensor detects movement near the lighting 
tower, the light intensity increases to 100% for one minute.

Intensity at 30% Intensity at 100%

Intensity at 100%

3.5 m 3.5 m

Intensity at 100%

Lighting tower
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